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CONSTRUCTION DETAILS

A. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH SINGLE 60 FT. MAST ARM
WITH SIGNAL HEADS. PEDESTRAIN SIGNALS, PUSHBUTTON, SICGNS. 250 WATT HPS LUMINAIRE,
20 FT. LIGHTING ARM AND OVERHEAD VIDEO DETECTION. (NOTE: ONE 3 IN. PVC SCHEDULE
80 CONDUIT BEND AND FOUR—-2z IN. X S0 IN. ANCHOR BOLTS.) STA. 106+23. 58 RT,

B. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH SINGLE 60 FT. MAST ARM
WITH SIGNAL HEADS, PEDESTRAIN SIGNALS, PUSHBUTTON, SIGNS. 250 WATT HPS LUMINAIRE.,
20 FT. LIGHTING ARM AND OVERHEAD VIDED DETECTION. (NOTE: ONE 3 IN. PVC SCHEDULE
80 CONDUIT BEND AND FOUR-2 IN. X 90 IN. ANCHOR BOLTS.) STA.105+41. 537 LT.

C. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH SINGLE 50 FT. MAST ARM
WITH SIGNAL HEADS, PEDESTRAIN SIGNALS, PUSHBUTTON, SIGNS, 250 WATT HPS LUMINAIRE.
20 FT. LIGHTING ARM AND OVERHEAD VIDEC DETECTION. (NOTE: ONE 3 IN. PVC SCHEDULE
80 CONDUIT BEND AND FOUR-1 3/4 IN. X 90 IN. ANCHOR BOLTS.) STA. 105+14, 48’ RT.

D. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH SINGLE 50 FT. MAST ARM
WITH SIGNAL HEADS., PEDESTRAIN SICNALS, PUSHBUTTON, SIGNS, 250 WATT HPS LUMINAIRE.
20 FT. LIGHTING ARM AND OVERHEAD VIDEO DETECTION. {NOTE: ONE 3 IN. PVC SCHEDULE
80 CONDUIT BEND AND FOUR-1 3/4 IN. X 90 IN. ANCHOR BOLTS.) STA. 106-+61, 64" LT.

E. INSTALL A NEMA SIZE 6 BASE MOUNTED CONTROLLER AND CABINET WITH ELECTRICAL UTILITY
SERVICE EQUIPMENT FOR UNDERGROUND SERVICE. (NOTE: TWO-4 IN. PVC, AND TWO-2 IN.

GENERAL NOTES

VIDEC CAMERA LOCATION / PLACEMENT SHALL BE COORDINATED WITH
THE SHA ENGINEER.

THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET
LOCATIONS PRIOR TO INSTALLATION.

FOR FINAL PAVEMENT MARKINGS REFER TO THE PROJECT PAVEMENT
MARKING PLANS.

ALL EXISTING TRAFFIC SIGNAL EQUIPMENT SHALL BECOME THE
g?DPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW
GNAL .

ALL PROPOSED LUMINAIRES SHALL BE SUPPLIED WITH A PHOTOCELL.
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PVC SCHEDULE 80 CONDUIT BENDS). STA 106419, 1247 RT. UsSe TwO EX. 6. CONTRACTOR TO REMOVE ALL EXISTING STOPLINES AND CROSSWALKS.
F. INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED STUBUP CONDUIT BEND HANDHOLES
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